l
|

LAUNCH

X-431 O2-2 Scope Box Module overseas configuration Packing List

Date:2022/5/25

Packed by. yuanhe.wx

Homipage: hitp-iwww.cnlaunch. com hitpwww 3431 com
TEL: 86-755-84528431 84520827 86-755- 84670888 (Telephone exchange); FAX: 86.755-84528454

Checked by:

Wo. |Part category] Part name Quantity | | No. |Part categorty Part name Quantity

1 Main unit | O2-2 oscilioscope module, RoHS 1 8 Crocodile ciip, length 83 6,width 36, aperture 40,1000V, 328 biack TXGARoHS 2
2 | connector | 1201 aitenuater (extended metal BNG connector) 2 8 Crocaddle clip, longth 83.5 width 36 aperture 4.0, 1000V, 32A red, TXGA RoHS 2
3 USE data cable type a male to USB type B male, 12m, RoHS 1 10 Multimeter probe, length 130 .8, outer diameter 10.8, aperture >
4 Double clamp power line (English), RoHS 1 Acoatsorioq L% 1000V, 20A biack, TAGA, RoHS

. HT25 secondary ignition pick-up line (long metal BNC connecter, 4 1 Multimetar probe, iength 130.8, outer diameter 10.6,aperture 2

Testcable [ncluding plastic tail) : 4.0, 1000V, 20A red TXGA RoHS

8 HT30 test ine (ong metal BNC connector, induding plastic tail) 4 12 D22 pscilloscope Module Manual {English), ReHS 1
7 Neadie Set (Coldrad 4rm Female+20 needie+2 screw head) 1 i3 Clipper fuse 5" 20mm i c\4
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* ADD: Launch Industial Park, North of WuHe Road BanXueGang Industrial Park, LongGang District, Shenzhen, Guangdong Province P R China
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